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Overview
The DC84 is a commercial clos-
er for small to medium size 
doors. It is recommended for 
use when meeting accessibil-
ity codes is not required. This 
closer is recommended for use 
on interior doors with moder-
ate traffic. Typical applications 
include Offices, Condominiums, 
Supply Rooms, and Residences.

Standard Features:
•  Certifications: Meets ANSI/

BHMA A156.4 Series 4000, Grade 3; UL listed, UL 10C 
fire-rated

• Size/Power: Size 4, fixed
•  Adjustments: Closing Speed and Latch Speed
• Cover: None
• Handing: Non-Handed
•  Arms: Standard tri-pack for regular, top jamb, and par-

allel arm installations. Optional arms available.
•  Materials: Cast Aluminum body; heat treated rack & 

pinion; Cast Steel arms; all-temperature oil
• Door Size: Up to 41.3” door width
• Door Weight: 187 pounds
• Opening Swing: 180°

Mfr.# Desc. EZ# 
DC84AL Grade 3, Fixed size 4 082794
DC84DU Grade 3, Fixed size 4 082795

Parts & Accessories

•  DCPA H01: Standard Parallel Arm Bracket, size 2 thru 5, 
Replacement

•  DCAR A07: Standard Closer Arm, Replacement
•  DCAR B65: Friction Hold Open Closer Arm 

(Automatically remains open if door pushed all the way 
open), Optional

• DCSEXNUTS: Sex Nuts, 4 Pack Nickel

Mfr.# Desc. EZ# 
DCPA H01AL  Standard PA Bracket 082804
DCPA H01DU  Standard PA Bracket 082805
DCAR A07AL  Standard Arm 082823
DCAR A07DU  Standard Arm 082824

DCAR B65AL  Friction Hold Open Arm  082825
DCAR B65DU  Friction Hold Open Arm  082826
DCSEXNUTS AL  Replacement Sex Nuts, 4 Pack  082822
DCSEXNUTS DU  Replacement Sex Nuts, 4 Pack 108343
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Dimensions
• Length: 9.84” (250mm)
• Hole to Hole: 9.06” (230mm)
• Hole to Hole: 0.75” (19mm)
• Height: 1.89” (48mm)
• Depth: 3.01” (76.5mm)
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