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Overview
The OHR Series are 
recessed-mounted closers 
concealed in the header of the 
door frame (transom) permit-
ting the door to swing both 
in and out. The design is an 
aesthetically appealing option 
to close a door and provide 
vandal resistance where concealment and security is 
the main concern. It is best suited for high profile appli-
cations and typical uses include: Aluminum and Glass 
Storefronts, Office Parks, Commercial Kitchen Doors, 
Convention Centers, Banks, and Casinos.

Standard Features:
•	 �Certifications: ANSI/BHMA A156.4 Meets Grade 3; 

-- �OHR5200M & OHR5600ADJ models: UL listed (U.S. 
and Canada); UL 10C Fire-Rated

•	 Size/Power:
-- �OHR5200M: Medium Opening Force, does not meet 

ADA Compliance
-- �OHR5200ADA: Light Opening Force, 8.5 pounds, ADA 

Compliant for barrier-free doors
-- �OHR5600ADJ: Adjustable power for small to large 

doors
•	 �Adjustments: 

-- �OHR5200M: Closing Speed and Latch Speed
-- OHR5200ADA: Closing Speed and Latch Speed
-- �OHR5600ADJ: Power, Closing Speed and Latch Speed

•	 Handing: Non-Handed
•	 �Arms: Non-Hold Open models available
•	 �Materials: Cast Iron body; heat treated rack & pinion; 

Cast Steel arms
•	 Door Size:

-- �OHR5200M: Up to 36” - 42” Door Width
-- �OHR5200ADA: Up to 31” - 36” Door Width
-- �OHR5600ADJ: Up to 31” - 42” Door Width

•	 Door Weight:
-- OHR5200M: 176 lbs
-- OHR5200ADA: 132 lbs
-- OHR5600ADJ: 221 lbs

•	 Opening Swing: 90° and 105° models available
•	 �ADA Compliant: The Americans With Disabilities Act 

(ADA) states that doors should require opening force of 
no more than 5 lbs. (interior) or 8.5 lbs. (exterior). The 
OHR5600ADJ is ADA Compliant for exterior doors.

Mfr.#	 Desc.	 EZ#	
OHR5200ADA90	 ADA, 90º Swing	 102756
OHR5200ADA90HO	 ADA, 90º Hold Open	 102757
OHR5200ADA105	 ADA, 105º Swing	 101778
OHR5200ADA105HO	 ADA, 105º Hold Open 	 101779

OHR5200M105	 Medium, 105º Swing	 101776
OHR5200M105HO	 Medium, 105º Hold Open	 101777
OHR5600ADJ105	 Adj., 105º Swing	 107500
OHR5600ADJ105HO	 Adj., 105º Hold Open	 107501

OHR5600ADJ90	 Adj., 90º Swing	 107502
OHR5600ADJ90HO	 Adj., 90º Hold Open 	 107503

Parts and Accessories

•	 OH JO ARM: Offset top arm assembly, mortise type
•	 OH VO ARM: Offset top arm assembly, surface type
•	 OH G PIVOT: Floor mount, bottom pivot
•	 OH GE PIVOT: Threshold mount, bottom pivot
•	 OH1P PIVOT: Standard dual purpose bottom pivot
•	 OH FS BRACKET: Anchor kit for snap-together frames
•	 OH SL ARM: Side load arm
•	 OH AEL ARM: End load arm, for 1” deep top rails
•	 OH KEL ARM: End load arm, for 5⁄8” deep top rails

Mfr.#	 Desc.	 EZ#	
OH JO ARM 	 Offset top arm assembly, Mortise	 181585
OH VO ARM 	 Offset top arm assembly, Surface	 181588
OH G PIVOT 	 Floor mount, bottom	 181591

OH GE PIVOT 	 Threshold mount, bottom	 181592
OH1P PIVOT 	 Standard dual purpose, bottom	 181590
OH FS BRACKET 	 Anchor kit	 181593

OH SL ARM 	 Side load arm	 181586
OH AEL ARM 	 End load arm, for 1” deep top rails	 181587
OH KEL ARM 	 End load arm, for 5⁄8” deep top rails	181589
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